STANDARD BIDDING DOCUMENT

For

Maintenance Replacement and Furnishing work at Meteorological Forecasting Division, Gauchar TIA, Kathmandu

Procurement of Works
Sealed Quotation

Issued by:
Government of Nepal
Department of Hydrology and Meteorology
Meteorological Forecasting Division
Nagpokhari Naxal, Kathmandu

May, 2017
Bid Security (Bank Guarantee)

Whereas, [name of Bidder] (hereinafter called “the Bidder”) has submitted his Quotation (bid) dated [date] for the construction of [name of Contract] (hereinafter called “the bid”).

Know all people by these presents that We [name of Bank] of [name of country] having our registered office at [address] (hereinafter called “the Bank”) are bound unto [name of Employer] (hereinafter called “the Employer”) in the sum of [amount] for which payment well and truly to be made to the said Employer, the Bank binds itself, its successors, and assigns by these presents.

Sealed with the Common Seal of the said Bank this [day] day of [month], [year].

The conditions of this obligation are:

(1) If, after bid opening, the Bidder withdraws his bid during the period of bid validity specified in the Form of Bid; or

(2) If the Bidder having been notified of the acceptance of his bid by the Employer during the period of bid validity:

   (a) Fails or refuses to execute the Form of Agreement in accordance with the Instructions to Bidders, if required; or

   (b) Fails or refuses to furnish the Performance Security, in accordance with the Instruction to Bidders; or

   (c) Does not accept the correction of the bid,

we undertake to pay to the Employer up to the above amount upon receipt of his first written demand, without the Employer’s having to substantiate his demand, provided that in his demand the Employer will note that the amount claimed by him is due to him owing to the occurrence of one or any of the three conditions, specifying the occurred condition or conditions.

This Guarantee will remain in force up to and including the date [number] days\(^2\) after the deadline for submission of bids as such deadline is stated in the Instructions to Bidders or as it may be extended by the Employer, notice of which extension(s) to the Bank is hereby waived. Any demand in respect of this Guarantee should reach the Bank not later than the above date.

Date __________________ Signature of the Bank ________________________________

Witness __________________ Seal ________________________________

____________________________________________________________________________

[Signature, name, and address]

---

\(^2\) 75 days after submission bids as per the provision of PPR 2007. The date should be inserted by the Employer before the bidding documents are issued.
Performance Bank Guarantee

To: [name and address of Employer]

Whereas [name and address of contractor] (hereinafter called “the contractor”) has undertaken, in pursuance of Contract No. [Number] dated [date] to execute [name of Contract and brief description of Works] (hereinafter called “the Contract”);

And whereas it has been stipulated by you in the said Contract that the contractor shall furnish you with a Bank Guarantee by a recognized bank for the sum specified therein as security for compliance with his obligations in accordance with the Contract;

And whereas we have agreed to give the contractor such a Bank Guarantee;

Now therefore we hereby affirm that we are the Guarantor and responsible to you, on behalf of the contractor, up to a total of [amount of Guarantee] [amount in words] such sum being payable in the types and proportions of currencies in which the Contract Price is payable, and we undertake to pay you, upon your first written demand and without cavil or argument, any sum or sums within the limits of [amount of Guarantee] as aforesaid without your needing to prove or to show grounds or reasons for your demand for the sum specified therein.

We hereby waive the necessity of your demanding the said debt from the contractor before presenting us with the demand.

We further agree that no change or addition to or other modification of the terms of the Contract or of the Works to be performed there under or of any of the Contract documents which may be made between you and the contractor shall in any way release us from any liability under this Guarantee, and we hereby waive notice of any such change, addition, or modification.

This Guarantee shall be valid for at least 30 days beyond the date of issue of Defects Liability Certificate.

Signature and seal of the Guarantor __________________________________________

Name of Bank ____________________________________________________________

Address ________________________________________________________________

Date __________________________

3 An amount is to be inserted by the Guarantor, representing the percentage of the Contract Price specified in the Contract, and denominated in Nepalese Rupees.

4 The Unconditional (or “On-Demand”) Bank Guarantee has the merit of simplicity and of being universally known and accepted by commercial banks. The contracting community, however, strongly objects to this type of Security because the Guarantee can be called (or threatened to be called) by Employers without justification. Employers should recognize the contractual conditions governing non-performance by the Contractor and should normally act only on the advice of the Project Manager in calling a Performance Guarantee.
Bank Guarantee for Advance Payment

To:  [name and address of Employer]

[Name of Contract]

Gentlemen:

In accordance with the provisions of the Conditions of Contract, Sub clause 11.9(“Advance Payment”) of the above-mentioned Contract, [name and address of contractor] (hereinafter called “the contractor”) shall deposit with [name of Employer] a Bank Guarantee to guarantee his proper and faithful performance under the said Clause of the Contract in an amount of [amount of Guarantee] [amount in words]5

We, the [Bank or Financial Institution], as instructed by the contractor, agree unconditionally and irrevocably to guarantee as primary obligator and not as Surety merely, the payment to [name of Employer] on his first demand without whatsoever right of objection on our part and without his first claim to the contractor, in the amount not exceeding [amount of Guarantee] [amount in words]6

We further agree that no change or addition to or other modification of the terms of the Contract or of Works to be performed there under or of any of the Contract documents which may be made between [name of Employer] and the contractor, shall in any way release us from any liability under this Guarantee, and we hereby waive notice of any such change, addition, or modification.

The validity period of the guarantee shall be 30 days beyond the period scheduled for repayment of the advance payment and the guarantee shall remain valid and in full effect from the date of the advance payment under the Contract until the [name of Employer] receives full repayment of the same amount from the Contractor.

Yours truly,

Signature and seal: ____________________________________________________________

Name of Bank/Financial Institution: __________________________________________

Address: _____________________________________________________________________

Date: _______________________________________________________________________

---

5 An amount is to be inserted by the Bank or Financial Institution representing the amount of the Advance Payment, and denominated in Nepali Rupees of the Advance Payment as specified in the Contract.

6 An amount is to be inserted by the Bank or Financial Institution representing the amount of the Advance Payment, nd denominated in Nepali Rupees.
Table of Contents

Introduction i

Section I. Invitation to Bids 7

Section II. Instruction to Bidders 8

Section III. Sample Forms of Bid, Letter of Acceptance And Agreement 12

Section IV. General Conditions of Contract (GCC) 16

Section V. Special Conditions of Contract (SCC) 24

Section VI. Technical Specification 25

Section VII. Drawings 31

Section VIII. Bill of Quantities 34

Section IX. Sample Forms of Securities 41
Section I. Invitation for Sealed Quotation

Name of the Office: Department of Hydrology and Meteorology (DHM)
Address of the Office: Nagpokhari, Naxal, Kathmandu

Invitation for Sealed Quotation

Sealed Quotation No: 6/MFD/DHM/073-74

Date of first Publication: 2074/01/24

Department of Hydrology and meteorology (DHM) invites sealed quotations from registered contractors for the Maintenance Replacement and Furnishing work at Meteorological Forecasting Division, Gauchar TIA, Kathmandu

The Estimated amount for the works is Nrs: 19,97,177.96 (Nepali rupees Nineteen lakhs ninety seven thousand one hundred seventy seven rupees and paisa ninety six only) inclusive of VAT. (5% contingency amount is added in above figure). Eligible Bidders may obtain further information and inspect the Sealed quotation Forms at the office of Department of Hydrology and meteorology (DHM), Nagpokhari, Naxal, Kathmandu, Tel: 4436272 Ext: 17, Fax: +977-1-4428532.

Sealed Quotation Forms may be purchased by eligible Bidders on the submission of a written application and upon payment of a non-refundable fee of Rs. 1000/-. Sealed Quotations must be submitted to the above office on or before 2074/02/08 and 12:00 noon. Documents received after this deadline shall not be accepted.

Quotations must be valid for a period of 45 days after opening of Sealed quotations and must be accompanied by Cash Security or Bank Guarantee, amounting to a NRs.50,000.00 (Nepali rupees Fifty thousand only) which shall be valid for 75 days after opening of the Sealed Quotations.

If bidder wishes to submit the Cash Security, the cash should be deposited in Deposit Account No.: 1100 203 000 000 at Rastriya Banijaya Bank, Thamel, Kathmandu and submit the receipt of the deposited amount of cash along with the Sealed Quotation.

Sealed Quotations shall be opened in the presence of Bidders' representatives who choose to attend at 2074/02/08 and 01:00 pm at the office of Department of Hydrology and meteorology (DHM), Procurement Unit, Nagpokhari, Kathmandu.

If the last date of purchasing, submission and opening falls on a government holiday then the next working day shall be considered the last day.

Bidders are advised to visit site and assess the actual site conditions before submitting their bid.

The Employer reserves the right to accept or reject, wholly or partly any or all the Sealed Quotations without assigning any reason, whatsoever.
Section II. Instructions to Bidders

Notes on the Instructions to Bidders

This section of the bidding documents should provide the information necessary for Bidders to prepare responsive bids, in accordance with the requirements of the Employer. It should also give information on bid submission, opening and evaluation, and award of Contract.

These Instructions to Bidders shall not be part of the Contract and shall cease to have effect once the Contract is signed.

Instructions to Bidder

1. Scope of Works
   The Employer stated in the Invitation for Sealed Quotation invites bids for the construction of works as detailed in attached specifications, drawings and the bill of quantities provided herein.

2. Eligible Bidder
   This Invitation for Bids is open to all registered contractors with qualifications as described below:
   a) Up to date Firm/Company Registration Certificate
   b) VAT and PAN Registration Certificates
   c) Tax Clearance Certificate of F/Y 2072-73
   d) A written declaration made by the Bidder stating that the Bidder is not ineligible to participate in the bid; has no conflict of interest in the bid procurement proceedings and has not been punished for the profession or business related offence.
   e) Power of Attorney
   f) Other documents as needed

3. One Bid per Bidder
   Each Bidder shall submit only one quotation. A Bidder who submits more than one quotation shall cause all the quotations with the Bidder’s participation to be disqualified.

4. Cost of Bidding
   The Bidder shall bear all costs associated with the preparation and submission of his bid and the Employer shall in no case be liable for those costs.

5. Site Visit
   The Bidder at his own cost, responsibility and risk may visit the site of the works and acquire all necessary information for preparing the bid and entering into a contract for construction of the works.

6. Content of Quotation Form
   The Quotation Form comprise the documents listed below:
   - Invitation for Sealed Quotations
   - Instructions to Bidders
   - Forms of Bid, Letter of Acceptance and Agreement
   - General Conditions of Contract (GCC)
   - Special Conditions of Contract (SCC)
   - Technical Specification
   - Drawings
   - Bill of Quantities
   - Sample Forms of Securities

7. Clarification
   A prospective Bidder may obtain clarification on the Quotation Form from the Employer.

8. Language of Bid
   All documents relating to the bid shall be in English or in Nepali.

9. Documents Comprising Bid
   The bid by the Bidder shall comprise the following:
   a. Bid and Eligibility Information
   b. Bid Security
   c. Priced Bill of Quantities
10. **Bid Prices**

The contract shall be for the whole works described in scope of works based on the priced Bill of Quantities submitted by the Bidder. The Bidder shall fill in rates and prices for all items of the works in Nepali Rupees. Items for which no rate or price is entered shall be deemed covered by the other rates and prices in the Bill of Quantities and shall not be paid separately by the Employer.

All duties, taxes and other levies payable by the contractor under the contract shall be included in the rates, prices and total Bid Price submitted by the Bidder.

11. **Bid Validity**

The Bid shall remain valid for the period of 45 days after opening of the quotation.

12. **Bid Security**

The Bidder shall furnish a Bid Security in Nepali Rupees in the amount equivalent to Nrs. 50,000.00 (Nepali rupees Fifty thousand only) of the bid amount. The Bid Security shall remain valid for a period of 75 days after opening of the quotation.

The Bid Security shall be in the form of cash voucher deposited in the Bank Account of the Employer specified in the notice for “Invitation for Quotation” or a bank guarantee from a bank acceptable to the Employer.

13. **Format and Signing of Bids**

The bid shall be typed or written in indelible ink and shall be signed by an authorized person. Any entries or amendments including alternations, additions or corrections made shall be initialed by the same authorized person.

14. **Sealing and Marking of Bids**

The Bidder shall submit his bid in sealed envelopes. The envelope shall be addressed to the Employer specified in the Invitation for Quotation and shall bear the name and identification number of the quotation.

15. **Deadline for Submission of Bids**

Bids shall be delivered to the Employer at the address no later than the time and date specified in the Invitation for Quotation.

16. **Late Bids**

Any bid received by the Employer after the deadline shall not be accepted and shall be returned unopened to the Bidder upon request.

17. **Modification and Withdrawal of Bids**

Bids once submitted shall not be withdrawn or modified.

18. **Bid Opening**

The Employer shall open the bids in the presence of the Bidders’ representatives who choose to attend at the time and in the place as specified in the Invitation for Quotation. The Employer shall prepare and provide minutes of the bid opening including the information disclosed to those present.

19. **Process to be Confidential**

Information relating to the examination, evaluation and comparison of bids and recommendations for the award of a contract shall not be disclosed to Bidders or any other persons not officially concerned with such process until the award to the successful Bidder has been announced. Any efforts by the Bidder to influence the Employer in the bid evaluation, bid comparison or contract award decisions may result in rejection of Bidder’s bid.

20. **Examination of Bids**

Prior to the detailed evaluation of Bids, the Employer shall determine whether each bid (a) meets the eligibility criteria defined in Clause 2; (b) has been properly signed; (c) is accompanied by the required securities; and (d) is substantially responsive to the requirements of the Bidding documents.
21. Evaluation and Comparison of Bids

21.1 In evaluating the Bids, the Employer shall determine for each bid the evaluated Bid Price by adjusting any corrections for errors. Bids shall be checked by the Employer for any arithmetic errors. Errors shall be corrected by the Employer as follows:
   a. where there is a discrepancy between the amounts in figures and in words, the amount in words shall govern; and
   b. where there is a discrepancy between the unit rate and the line item total resulting from multiplying the unit rate by the quantity, the unit rate as quoted shall govern.

21.2 If the Bidder does not accept the corrected amount, the bid shall be rejected and the Bid Security may be forfeited.

22. Award of Contract

22.1 The Employer shall decide the award of the contract to the Bidder whose bid is within the approved estimate and who has offered the lowest evaluated Bid Price within 15 days of the opening of the quotation, provided that such Bidder has been determined to be eligible in accordance with the provisions of Clauses 2.

22.2 If the bid, which results in the lowest Evaluated Bid price, is unbalanced or frontloaded in relation to the Employer’s estimate of the items of Work to be performed under the contract, the Employer shall ask the bidder to give clarification with detailed rate analysis for any or all items of the Bill of Quantities. If the clarification is found satisfactory then the Employer shall increase at the expense of the bidder the performance security set forth in Clause 25 by an additional 8% of the quoted amount to protect the Employer against financial loss in the event of default of the successful bidder under the contract and if the clarification is found unsatisfactory then the Employer may reject such bid.

23. Employer’s Right to Accept any Bid and to Reject any or all Bids

The Employer reserves the right to accept or reject any bid or to cancel the bidding process and reject all bids, at any time prior to the award of the contract, without assigning any reasons whatsoever and without thereby incurring any liability to the affected Bidder or Bidders.

24. Notification of Award and Signing of Agreement

24.1 The Bidder whose bid is accepted and all other participating bidders shall be notified of the award by the Employer.

24.2 The notification (hereafter called the “Letter of Acceptance”) to the successful Bidder shall state the sum that the Employer shall pay the Bidder in consideration of the execution, completion, and maintenance of the works as described by the contract. Within 7 days of receipt of the Letter of Acceptance, the successful Bidder shall deliver the Performance Security pursuant Clause 25 and sign the Agreement.

24.3 Inability of the Bidder to make an Agreement within the above stated period shall result in cancellation of the Contract Award and forfeiture of the Bidder’s Bid Security, upon which the Contract shall then be awarded to the next successive successful Bidder.

25. Performance Security

The successful Bidder shall deliver to the Employer a Performance Security in cash or Bank Guarantee acceptable to the Employer equivalent to 5% of the bid amount.

i) If the bid price of the bidder selected for acceptance is up to 15 (fifteen) percent less than the approved cost estimate, the performance security amount shall be 5 (five) percent of the bid price.

ii) For the bid price less than 15 percent of the cost estimate, the performance security amount shall be determined as follows:

\[ \text{Performance Security Amount} = [(0.85 \times \text{Cost Estimate} – \text{Bid Price}) \times 0.5] + 5\% \text{ of Bid Price}. \]

The Bid Price and Cost Estimate shall be inclusive of Value Added Tax.
27. Corrupt or Fraudulent Practices

The Employer shall reject a bid for award if it determines that the Bidder recommended for award of contract has engaged in corrupt or fraudulent practices in competing for the contract in question.

28. Conduct of Bidders

28.1 The Bidder shall be responsible to fulfil his obligations as per the requirement of the Contract Agreement, Bidding documents, GON’s Procurement Act and Regulations.

28.2 The Bidder shall not carry out or cause to carry out the following acts with an intention to influence the implementation of the procurement process or the procurement agreement:

a) give or propose improper inducement directly or indirectly,

b) distortion or misrepresentation of facts

c) engaging or being involved in corrupt or fraudulent practice

d) interference in participation of other prospective bidders.

e) coercion or threatening directly or indirectly to cause harm to the person or the property of any person to be involved in the procurement proceedings,

f) collusive practice among bidders before or after submission of bids for distribution of works among bidders or fixing artificial/uncompetitive bid price with an intention to deprive the Employer the benefit of open competitive bid price.

g) contacting the Employer with an intention to influence the Employer with regards to the bid or interference of any kind in examination and evaluation of the bids during the period after opening of bids up to the notification of award of contract

29. Blacklisting Bidder

29.1 Without prejudice to any other right of the Employer under this Contract, GON, Public Procurement Monitoring Office may blacklist a bidder for his conduct up to three years on the following grounds and seriousness of the act committed by the bidder:

a) if it is proved that the bidder committed acts pursuant to the Sub-Clause 28.2,

b) if the bidder fails to sign an agreement pursuant to Sub-Clause 24.2,

c) if it is proved later that the bidder/contractor had committed substantial defect in implementation of the contract or had not substantially fulfilled his obligations under the contract or the completed work is not of the specified quality as per the contract,

d) if convicted by a court of law in a criminal offence which disqualifies the bidder from participating in the contract,

e) if it is proved that the contract agreement signed by the bidder was based on false or misrepresentation of bidder’s qualification information,

f) other acts mentioned in the Bidding Data

29.2 A firm declared blacklisted and ineligible by the GON shall be ineligible to bid for a contract during the period of time determined by the PPMO.
Notes on Forms of Bid, Eligibility Information, Letter of Acceptance and Agreement

The Agreement shall incorporate any corrections or modifications to the bid resulting from corrections of errors, acceptable deviations or any other mutually-agreeable changes allowed for in the General Conditions.

The bid which the contractor has submitted to the Employer becomes part of the contract documents.

All the information with respect to the preparation of bid to meet the Employer’s requirements shall be provided before issuing the bidding documents.

The contractor shall provide the remaining information by completing the form.

Bid

We have examined the documents listed in Instruction to Bidders, Clause 4 and offer to execute the Works in conformity with the Contract for the sum of …………………. ………………………….. (in words) ………………………………………………………………………… …………………………. (in figures) or such other sum as may be ascertained under the contract.

This bid shall remain binding until ___________ [date]. This bid and your written acceptance of it shall constitute a binding contract between us.

We understand that the Employer is not bound to accept the lowest or any offer received for the Works.

Signature _____________________ Date: _________________________________

Name : __________________________ Authorised to sign on behalf of (organisation name):

Designation: ______________________

Office Stamp of the Organisation: __________________________

Eligibility Information
1. **Eligibility Requirements:**

All Bidders shall submit following documents as pre-requisites for eligibility:

a. Constitution or legal status of Bidder: [attach copy]
b. Up to date Registration Certificate: [attach copy]
c. Pan Registration Certificate: [attach copy]
d. Up to date Tax Returns/ Clearance: [attach copy]
e. Power of Attorney: [attach copy]
f. Place of registration: [insert]
g. A written declaration made by the Bidder stating that the Bidder is not ineligible to participate in the bid; has no conflict of interest in the bid procurement proceedings and has not been punished for the profession or business related offence.
h. Principal Place of business: [insert]
Date: ______________________

To: [name and address of the contractor]

This is to notify you that your Quotation (Bid) dated [date] for execution of the [name of the Contract and identification number, as given in the Invitation for Quotation] for the Contract Price of [insert the amount in Nepalese Rupees in numbers and words] as corrected and modified\(^1\) in accordance with the Instructions to Bidders is hereby accepted by our Agency.

You are hereby instructed to contact our office [Office address] to sign the formal agreement on [date] at [time]. As per the Instructions to Bidders you are also required to submit Performance Security, as specified in the Section VIII Sample Forms of Securities, consisting of a Bank Guarantee in an approved format or cash deposit voucher in favour of the Employer in the Employer’s Bank account [enter account details].

The Employer shall forfeit the bid security, in case you fail to furnish the Performance Security and to sign the contract.

Please convey our unconditional acceptance by signing on the original of this letter and submit the required Performance Security at the time of formal agreement.

Authorised Signature: __________________________________________

Name: _________________________________________________________

Designation: _____

\(^1\) Delete “corrected and” or “and modified” if not applicable. See Notes on Standard Form of Agreement, next page.
Agreement

This Agreement, made the [day] day of [month], [year] between [name and address of Employer] (hereinafter called “the Employer”) and [name and address of contractor] (hereinafter called “the contractor”) of the other part.

Whereas the Employer is desirous that the contractor execute [name and identification number of contract] (hereinafter called “the Works”) and the Employer has accepted the bid for __________________ [insert the amount in Nepalese Rupees in numbers and words] by the contractor for the execution and completion of such Works and the remedying of any defects therein.

Now this Agreement witness eth as follows:

1. In this Agreement, words and expressions shall have the same meanings as are respectively assigned to them in the Conditions of Contract hereinafter referred to, and they shall be deemed to form and be read and construed as part of this Agreement.

2. In consideration of the payments to be made by the Employer to the contractor as hereinafter mentioned, the contractor hereby covenants with the Employer to execute and complete the Works and remedy any defects therein in conformity in all respects with the provisions of the Contract.

3. The Employer hereby covenants to pay the contractor in consideration of the execution and completion of the Works and the remedying of defects wherein, the Contract Price or such other sum as may become payable under the provisions of the Contract at the times and in the manner prescribed by the Contract.

In Witness whereof the parties thereto have caused this Agreement to be executed the day and year first before written.

The Common Seal of ____________________________________________

Was hereunto affixed in the presence of: ____________________________

Signed, Sealed, and Delivered by the said ____________________________

In the presence of: ____________________________

Binding Signature of Employer ____________________________________

Binding Signature of Contractor _________________________________
Section IV. General Conditions of Contract (GCC)


1.1 Definitions

In the Contract as defined below, the words and expressions defined shall have the following meanings assigned to them, except where the context requires otherwise:

The Contract

1.1.1 “Contract” means the Agreement signed between the Employer and the contractor and the other documents listed in the Special Conditions of Contract (SCC).

1.1.2 “Specification” means the document as listed in the SCC, and any variation to such document.

1.1.3 “Drawings” means the Employer’s drawings of the Works as listed in the SCC, and any variation to such drawings.

1.1.4 “Bill of Quantities” means the priced and completed bill of quantities forming part of the Tender.

1.1.5 “Bid or Quotation” means the contractor’s priced offer to the Employer for the execution and completion of the Works and the remediying of any defects therein in accordance with the provisions of the Contract, as accepted by the Letter of Acceptance.

1.1.6 “Letter of Acceptance” means the formal acceptance by the Employer of the bid or Tender.

Persons

1.1.7 “Employer” means the person named in the Agreement and the legal successors in title to this person, but not (except with the consent of the contractor) any assignee.

1.1.8 “Contractor” means the person named in the Agreement and the legal successors in title to this person, but not (except with the consent of the Employer) any assignee.

1.1.9 “Party” means either Employer or the contractor.

Date, Times and Periods

1.1.10 “Commencement Date” means the date stated in the SCC after the date the Agreement comes into effect or any other date agreed between the Parties.

1.1.11 “Day” means a calendar day.

1.1.12 “Time for Completion” means the time for completing the Works as stated in the SCC (or as extended under Sub-Clause 6.3), calculated from the Commencement Date.

Money and Payments

1.1.13 “Cost” means all expenditure properly incurred (or to be incurred) by the contractor, whether on or off the Site, including overheads and similar charges, but does not include profit.

1.1.14 “Contract Price” means the sum stated in the Letter of Acceptance as payable to the contractor and adjusted with any Variation Orders and Other Adjustments upon completion of the works and the remediying of any defects therein in accordance with the provisions of the Contract.
1.1.15 “Retention Money” means the aggregate of all monies retained by the Employer pursuant to Sub-Clause 10.3

1.1.16 “Contractor’s Equipment” means all apparatus, machinery, vehicles, facilities and other things required for the execution of the Works but does not include Materials or Plant.

1.1.17 “Country” means Nepal.

1.1.18 “Employer’s Liabilities” means those matters listed in Sub-Clause 5.1.

1.1.19 “Materials” means things of all kinds (other than Plant) intended to form or forming part of the permanent work.

1.1.20 “Plant” means the machinery and apparatus intended to form or forming part of the Permanent Works.

1.1.21 “Site” means the places provided by the Employer where the Works are to be executed, and any other places specified in the Contract as forming part of the Site.

1.1.22 “Variation” means any change which is a result of unforeseen circumstances that arise as a result of instruction by the Employer/Engineer under Sub-Clause 9.1.

1.1.23 “Works” means all the work and design (if any) to be performed by the contractor including temporary work and any Variation.

1.1.24 “Permanent Works” means the permanent works to be executed (Including Plant) in accordance with the Contract.

1.1.25 “Temporary Works” means all temporary works of every kind (other than contractor’s Equipment) required in or about the execution and completion of the Works and the remedying of any defects therein.

1.1.26 “Adjudication” means the procedure to be adopted by the contractor and the Employer in solving the dispute if it is not solved amicably pursuant to Sub-Clause 13.1.

1.2 Interpretation

Words importing persons or parties shall include firms and organisations. Words importing singular or one gender shall include plural or the other gender where the context requires.

1.3 Priority of Documents

The documents forming the Contract shall be taken as mutually explanatory of one another. If an ambiguity or discrepancy is found in the documents, the Employer shall issue any necessary instructions to the contractor, and the priority of the documents shall be in accordance with the order as listed in the SCC.

1.4 Law

The law of the Contract is stated in the SCC.

1.5 Communications

Where provision is made for the giving or issue of any notice, instruction, or other communication by any person, unless otherwise specified such communication shall be written in the language stated in the SCC as shall not be unreasonably withheld or delayed.

If a notice given pursuant to Sub Clause 1.5 fails to be delivered due to
failure to trace the address of the party then the notice shall be published as public notice in a National daily newspaper and when the notice is so published then the notice shall be considered to be delivered to the concerned party.

1.6 **Statutory Obligations**

The contractor shall comply with the laws of the countries where activities are performed. The contractor shall give all notices and pay all fees and other charges in respect of the Works.

2. **The Employer**

2.1 **Provision of Site**

The Employer shall provide the Site and right of access thereto at the times stated in the SCC.

2.2 **Permits and Licenses**

The Employer shall, if requested by the contractor, assist him in applying for permits, licences or approvals which are required for the Works.

2.3 **Employer's Instructions**

The contractor shall comply with all instructions given by the Employer in respect of the Works including the suspension of all or part of the Works.

2.4 **Approvals**

No approval or consent or absence of comment by the Employer or the Employer's representative shall affect the contractor's obligations.

3. **Employer's Representatives**

3.1 **Authorised Person**

One of the Employer's personnel shall have authority to act for him. This authorised person shall be as stated in the SCC, or as otherwise notified by the Employer to the contractor.

3.2 **Employer's Representative**

The Employer may also appoint a firm or individual to carry out certain duties. The appointee may be named in the SCC, or notified by the Employer to the contractor from time to time. The Employer shall notify the contractor of the delegated duties and authority of this Employer's representative.

4. **The Contractor**

4.1 **General Obligations**

The contractor shall carry out the Works properly and in accordance with the Contract. The contractor shall provide all supervision, labour, Materials, Plant and contractor's Equipment which may be required. All Materials and Plant on Site shall be deemed to be the property of the Employer.

During continuance of the of the contract, the contractor and his sub-contractors shall abide at all times by all labour laws, including child labour related enactments, and rules made there under.

A child who has not attained the age of fourteen years shall not be employed in any work as a labourer.

4.2 **Contractor's Representative**

The contractor shall submit to the Employer for consent the name and particulars of the person authorised to receive instructions on behalf of the contractor.

4.3 **Subcontracting**

The contractor shall not subcontract the whole of the Works. The contractor shall not subcontract any part of the Works without the consent of the Employer.

4.4 **Performance Security**

As stated in the SCC, the Contractor shall deliver to the Employer no later than the date specified in the Letter of Acceptance.

5. **Employer's Liabilities**

5.1 **Employer's Liabilities**

In this Contract, Employer's Liabilities mean:

a. war, hostilities (whether war be declared or not), invasion, act of foreign enemies, within the Country,

b. rebellion, terrorism, revolution, insurrection, military or usurped power, or civil war, within the Country,
c. Riot, commotion or disorder by persons other than the contractor's personnel and other employees, affecting the Site and/or the Works.
d. use or occupation by the Employer of any part of the Works, except as may be specified in the Contract.
e. design of any part of the Works by the Employer's personnel or by others for whom the Employer is responsible,
f. any operation of the forces of nature affecting the Site and/or the Works, which was unforeseeable or against which an experienced contractor could not reasonably have been expected to take precautions
g. a suspension under Sub-Clause 2.3 unless it is attributable to the contractor's failure,
h. any failure of the Employer.
i. physical obstructions or physical conditions, other than climatic conditions, encountered on the Site during the performance of the Works, which obstructions or conditions were not reasonably foreseeable by an experienced contractor and which the contractor immediately notified to the Employer,
j. any delay or disruption caused by any Variation,
k. any change to the law of the Contract after the date of the contractor's offer as stated in the Agreement,
l. losses arising out of the Employer's right to have the permanent work executed on, over, under, in or through any land, and to occupy this land for the permanent work, and
m. damage which is an unavoidable result of the contractor's obligations to execute the Works and to remedy any defects.

6. Time for Completion

6.1 Execution of the Works
The contractor shall commence the Works on the Commencement Date and shall proceed expeditiously and without delay and shall complete the Works within the Time for Completion.

6.2 Programme
The contractor shall submit to the Employer a programme for the Works within the time stated in the SCC

6.3 Extension of Time
The contractor shall be entitled to an extension to the Time for Completion if he is or shall be delayed by any of the Employer's Liabilities.
The contractor shall submit an application to the Employer for extension of time, stating the causes for delay, 7 days before the expiry of the Contract completion date.
On receipt of an application from the contractor, the Employer shall consider all supporting details provided by the contractor and shall extend the Time for Completion as appropriate.

6.4 Liquidated Damages for Delay
If the contractor fails to complete the Works within the Time for Completion, the contractor's liability to the Employer for such failure shall be to pay the amount stated in the SCC for each day for which he fails to complete the Works.

7. Taking-Over

7.1 Completion
The contractor may notify the Employer when he considers that the Works are complete.

7.2 Taking-Over Notice
The Employer shall notify the contractor when he considers that the contractor has completed the Works stating the date accordingly. Alternatively, the Employer may notify the contractor that the Works, although not fully complete, are ready for taking over, stating the date accordingly.

The Employer shall take over the Works upon the issue of this notice. The contractor shall promptly complete any outstanding work and, subject to Clause 8, clear the Site.
8. Remedying Defects

8.1 Remedying Defects

The Employer may at any time prior to the expiry of the period stated in the SCC, notify the contractor of any defects or outstanding work. The contractor shall remedy at no cost to the Employer any defects due to the contractor's design, materials, plant or workmanship not being in accordance with the Contract.

Failure to remedy any defects or complete outstanding work within a reasonable time of the Employer's notice shall entitle the Employer to carry out all necessary work at the contractor's cost.

8.2 Uncovering and Testing

The Employer may give instruction as to the uncovering and/or testing of any work. Unless as a result of any uncovering and/or testing it is established that the contractor's design, materials, plant or workmanship are not in accordance with the Contract, the Contractor shall be paid for such uncovering and/or testing as a Variation in accordance with Sub-Clause 9.2.

9. Variations and Claims

9.1 Right to Vary

The Employer may instruct Variations.

9.2 Valuation of Variations

Variations shall be valued as follows:

a. where appropriate, at rates in the Contract, or

b. in the absence of appropriate rates, the rates in the Contract shall be used as the basis for valuation or

c. At appropriate new rates, as may be agreed or which the Employer considers appropriate.

9.4 Right to Claim

If the contractor incurs cost as a result of any of the Employer's Liabilities, the contractor shall be entitled to the amount of such cost. If as a result of any of the Employer's Liabilities, it is necessary to change the Works, this shall be dealt with as a Variation.

9.5 Variation and Claim Procedure

The contractor shall submit the Employer an itemised make-up of the value of Variations and claims within 7 days of the instruction or of the event giving rise to the claim. The Employer shall check and if possible agree the value. In the absence of agreement, the Employer shall determine the value.

10. Contract Price and Payment

10.1 Valuation of the Works

The Contract Bill of Quantities and the approved Variation quantities shall be used to calculate the valuation of the works completed. The contractor shall be paid for the quantity of work done at the rate in the Bill of Quantities or rate agreed pursuant to clause 9.2 for varied works.

10.2 Payments Certificates

The Contractor shall submit to the Employer monthly statements of the estimated value of the works completed less the cumulative amount certified previously. The Employer shall check the Contractor's monthly statement and certify the amount to be paid to the Contractor.

10.3 Payments

The Employer shall pay to the contractor the amount certified less retention at the rate stated in the SCC within 30 days of the date of each certificate.
10.4 Payment of Retention
One half of the retention shall be repaid by the Employer to the contractor within 30 days upon expiry of Defects Liability Period and the Employer has certified that the notified defects have been corrected. The remainder of the retention shall be paid by the Employer to the contractor within 7 days after submission of evidence document from the concerned Internal Revenue Office that the contractor has submitted his Income Returns.

10.5 Advance Payment
a. The Employer may make advance payment to the contractor of the amounts stated in the SCC within 30 days, against provision by the contractor of an Unconditional Bank Guarantee in a form and by a bank acceptable to the Employer in amounts and currencies equal to the advance payment. The Guarantee shall remain effective until the advance payment has been repaid, but the amount of the Guarantee shall be progressively reduced by the amounts repaid by the contractor. Interest will not be charged on the advance payment.

b. The advance payment shall be repaid by deducting proportionate amounts from payments otherwise due to the contractor, following the schedule of completed percentages of the Works as indicated in SCC.

10.6 Local Taxation & Value Added Tax
a. The prices quoted by the Contractor shall include all taxes that may be levied in accordance to the laws and regulations in being in Nepal.

b. The Contract is not exempted from value added tax. The Contractor shall pay VAT in the concerned VAT office within time frame specified in VAT regulation.

11. Termination of Contract

11.1 Default by Contractor
If the contractor abandons the Works, refuses or fails to comply with a valid instruction of the Employer or fails to proceed expeditiously and without delay or is, despite a written complaint, in breach of the Contract, the Employer may give notice referring to this Sub-Clause and stating the default.

If the contractor has not taken all practicable steps to remedy the default within 15 days after the contractor's receipt of the Employer's notice, the Employer may, by a second notice given within a further 22 days, terminate the Contract. The Contractor shall then demobilize from the Site leaving behind Materials and Plant and any contractor's Equipment which the Employer instructs in the second notice to be used until the completion of the Works.

11.2 Default by Employer
If the Employer fails to pay in accordance with the Contract, or is, despite a written complaint, in breach of the Contract, the contractor may give notice referring to this Sub-Clause and stating the default. If the default is not remedied within 7 days after the Employer's receipt of this notice, the contractor may suspend the execution of all or parts of the Works.

If the default is not remedied within 30 days after the Employer's receipt of the contractor's notice, the contractor may, by a second notice given within a further 22 days, terminate the Contract. The contractor shall then demobilise from the Site.

11.3 Insolvency
If a Party is declared insolvent under any applicable law, the other Party may by notice terminate the Contract immediately. The contractor shall then demobilise from the Site leaving behind, in the case of the
contractor's insolvency, any contractor's Equipment which the Employer instructs in the notice is to be used until the completion of the Works.

11.4 Termination by Convenience

Notwithstanding the above, the Employer shall be entitled to terminate the Contract in public interest, at any time at the Employer's convenience, by giving notice of such termination to the contractor.

11.5 Payment upon Termination

After termination, the contractor shall be entitled to payment of the unpaid balance of the value of the Works executed and of the Materials and Plant reasonably delivered to the Site, adjusted by the following:

a. any sums to which the contractor is entitled under Sub-Clause 9.4,

b. any sums to which the Employer is entitled,

c. if the Employer has terminated under Sub-Clause 11.1 or 11.3, the Employer shall be entitled to a sum equivalent to 20% of the value of those parts of the Works not executed at the date of the termination,

d. if the contractor has terminated under Sub-Clause 11.2 or 11.4, the contractor shall be entitled to the Cost of his suspension and demobilisation together with a sum equivalent to 10% of the value of those parts of the Works not executed at the date of termination

The net balance due shall be paid or repaid within 30 days of the notice of termination.

12. Risk and Responsibility

12.1 Contractor's Care of the Works

The contractor shall take full responsibility for the care of the Works from the Commencement Date until the date of the Employer's notice under Sub-Clause 7.2. Responsibility shall then pass to the Employer. If any loss or damage occurs to the Works during the above period, the contractor shall rectify such loss or damage so that the Works conform to the Contract.

12.2 Force Majeure

If a Party is or shall be prevented from performing any of its obligations by Force Majeure, the Party affected shall notify the other Party immediately. If necessary, the contractor shall suspend the execution of the Works and, to the extent agreed with the Employer, demobilise the contractor's Equipment.

If the event continues for a period of 90 days, either Party may then give notice of termination which shall take effect 30 days after the giving of the notice.

After termination, the contractor shall be entitled to payment of the unpaid balance of the value of the Works executed and of the Materials and Plant reasonably delivered to the Site, adjusted by the following:

a. any sums to which the contractor is entitled under Sub-Clause 9.4,

b. the Cost of his suspension and demobilisation,

c. any sums to which the Employer is entitled.

The net balance due shall be paid or repaid within 30 days of the notice of termination.
13. Resolution of Disputes

13.1 Adjudication

If any dispute shall arises out of or in connection with the Contract, including any valuation or other decision of the Employer, then the parties shall attempt to settle such dispute amicably. However if the dispute is not settled amicably then the dispute shall be referred to the Adjudicator. The adjudicator shall be any person agreed by the Parties. In case of disagreement the Employer shall request Nepal Council of Arbitration (NEPCA) for appointment of the Adjudicator.

13.2 Amicable Settlement

If either Party is dissatisfied with the decision of the adjudicator attempt shall be made to resolve the dispute amicably.

14. Conduct of Bidders

14.1 The Bidder shall be responsible to fulfil his obligations as per the requirement of the Contract Agreement, Bidding documents, GON's Procurement Act and Regulations.

14.2 The Bidder shall not carry out or cause to carryout the following acts with an intention to influence the implementation of the procurement process or the procurement agreement:

h) give or propose improper inducement directly or indirectly,

i) distortion or misrepresentation of facts

j) engaging or being involved in corrupt or fraudulent practice

k) Interference in participation of other prospective bidders.

l) coercion or threatening directly or indirectly to cause harm to the person or the property of any person to be involved in the procurement proceedings,

m) collusive practice among bidders before or after submission of bids for distribution of works among bidders or fixing artificial/uncompetitive bid price with an intention to deprive the Employer the benefit of open competitive bid price.

n) contacting the Employer with an intention to influence the Employer with regards to the bid or interference of any kind in examination and evaluation of the bids during the period after opening of bids up to the notification of award of contract.

15. Blacklisting Bidder

15.1 Without prejudice to any other right of the Employer under this Contract, GON, Public Procurement Monitoring Office may blacklist a bidder for his conduct up to three years on the following grounds and seriousness of the act committed by the bidder:

  g) if it is proved that the bidder committed acts pursuant to the Sub - Clause 14.2,

  h) if the bidder fails to sign an agreement pursuant to Instruction to Bidders Sub - Clause 24.2,

  i) if it is proved later that the bidder/contractor had committed substantial defect in implementation of the contract or had not substantially fulfilled his obligations under the contract or the completed work is not of the specified quality as per the contract,

  j) if convicted by a court of law in a criminal offence which disqualifies the bidder from participating in the contract,

  k) if it is proved that the contract agreement signed by the bidder was based on false or misrepresentation of bidder's qualification information,

  l) other acts mentioned in the Bidding Data

15.2 A firm declared blacklisted and ineligible by the GON shall be
ineligible to bid for a contract during the period of time determined by the PPMO.

### Section V Special Conditions of Contract (SCC)

This SCC forms part of the Agreement

[Note: with the exception of the items for which the Employer’s requirements have been inserted, the Bidder shall complete the following information before submitting his bid.]

<table>
<thead>
<tr>
<th>Item</th>
<th>Clause</th>
<th>Data</th>
</tr>
</thead>
<tbody>
<tr>
<td>Documents forming the Contract listed in the order of priority</td>
<td>1.1.1</td>
<td>Document Identification</td>
</tr>
<tr>
<td><strong>Document</strong> (delete if not applicable)</td>
<td></td>
<td></td>
</tr>
<tr>
<td>a. The Agreement</td>
<td></td>
<td></td>
</tr>
<tr>
<td>b. Special Conditions of Contract</td>
<td></td>
<td></td>
</tr>
<tr>
<td>c. General Conditions of Contract</td>
<td></td>
<td></td>
</tr>
<tr>
<td>d. The Technical Specifications</td>
<td></td>
<td></td>
</tr>
<tr>
<td>e. The Drawings</td>
<td></td>
<td></td>
</tr>
<tr>
<td>f. The Bill of Quantities</td>
<td></td>
<td></td>
</tr>
<tr>
<td>g. ………………………….(if any)</td>
<td></td>
<td></td>
</tr>
<tr>
<td>h. ………………………….(if any)</td>
<td></td>
<td></td>
</tr>
<tr>
<td>Time for Completion</td>
<td>1.1.12</td>
<td>20 days after contract agreement</td>
</tr>
<tr>
<td>Law of Contract</td>
<td>1.4</td>
<td>Applicable Law of Nepal</td>
</tr>
<tr>
<td>Language</td>
<td>1.5</td>
<td>English or [in Nepali version]</td>
</tr>
<tr>
<td>Provision of Site</td>
<td>2.1</td>
<td>On the commencement date*</td>
</tr>
<tr>
<td>Authorised person</td>
<td>3.1</td>
<td>…………………………………...</td>
</tr>
<tr>
<td>Name and address of Employer’s representative (if known)</td>
<td>3.2</td>
<td>…………………………………...</td>
</tr>
<tr>
<td>Performance security (if any):</td>
<td>4.4</td>
<td>(i) If bid price of the bidder selected for acceptance is up to 15 (fifteen) percent less than the approved cost estimate, the performance security amount shall be 5 (five) percent of the bid price.</td>
</tr>
<tr>
<td>Amount:</td>
<td>4.4</td>
<td></td>
</tr>
<tr>
<td>Form:</td>
<td></td>
<td></td>
</tr>
<tr>
<td>Performance Security Amount = [(0.85 x Cost Estimate – Bid Price) x 0.5] + 5% of Bid Price.</td>
<td></td>
<td></td>
</tr>
<tr>
<td>The Bid Price and Cost Estimate shall be inclusive of Value Added Tax. Security format Attached in section IX</td>
<td></td>
<td></td>
</tr>
<tr>
<td>Time for the submission of programme</td>
<td>6.2</td>
<td>7 days of the commencement date</td>
</tr>
</tbody>
</table>

* Employer to specify as appropriate
<table>
<thead>
<tr>
<th>Item</th>
<th>Clause</th>
<th>Data</th>
</tr>
</thead>
<tbody>
<tr>
<td>Liquidated Damages for Delay</td>
<td>6.4</td>
<td>0.05% of the Contract Price per day up to a maximum of 10%(^*) of sum stated in the Agreement</td>
</tr>
<tr>
<td>Period for notifying defects</td>
<td>8.1</td>
<td>365 days(^*) calculated from the date stated in the notice under Sub-Clause 8.1.</td>
</tr>
<tr>
<td>Percentage of retention</td>
<td>10.3</td>
<td>5% of each payment made to the Contractor</td>
</tr>
<tr>
<td>Advance Payment</td>
<td>10.5(a)</td>
<td>Not applicable</td>
</tr>
<tr>
<td>Deduction of Advance Payment</td>
<td>10.5(b)</td>
<td>Not applicable</td>
</tr>
</tbody>
</table>

Note: The attached drawings of partition can be changed within the specified quantity if necessary.

---

**Section VI. Specification**

**CHAPTER I: GENERAL REQUIREMENT**

1.1 Requirement of Conditions of Contract and Specification
The requirement of the condition of the contract and the specification apply to all works under the contract.

1.2 Scope of the Works
   a. The contractor has to clear site where including grass cutting, removing of small trees and roots and shrubs.
   b. Surface dressing where including levelling the ground, cleaning drain, preparation of ground for work etc.
   c. Grass plantation (plantation of carpet dubo).
   d. Dismantling and Re-construction of Brick masonry wall.
   e. Dismantling and Re-construction of RCC Column.
   f. Drawout of Damaged plaster from existing surface and placing the scrub materials in suitable place with Plastering, Furnishing of the structure
   g. Painting work.
   h. Finishing work(tiles,parking,marbel,sunmica)
   i. Wood work.
   j. Roofing by GI sheet.
   k. Supply and fitting of Iron Gate.
   l. Partition work.
   m. Electrical work.
   n. Sanitary work.
   o. Supply of office goods.
   p. Construction as per the working drawings
   q. Operation of work with operational safety and health measures
   r. Fencing by barbed wire - 12 gauge with angle size 40*40 mm 4mm thick, 2.4m length.
   s. Maintenance work (window, gate)

1.2.1 Major Works
The major works are described below; however, the works described in the Bill of Quantities shall govern.

a. The contractor has to clear site where including grass cutting, removing of small trees and roots and shrubs.
b. Grass plantation (plantation of carpet dubo).
c. Dismantling and Re-construction of Brick masonry wall.
d. Dismantling and Re-construction of RCC Column.
e. Drawout of Damaged plaster from existing surface and placing the scab materials in suitable place with Plastering, Furnishing of the structure
f. Painting work.
g. Finishing work (tiles, parketing, marbel, sunmica)
h. Wood work.
i. Roofing by GI sheet.
j. Supply and fitting of Iron Gate.
k. Partition work.
l. Electrical work.
m. Sanitary work.
n. Supply of office goods.
o. Construction as per the working drawings
p. Operation of work with operational safety and health measures
q. Fencing by barbed wire - 12 gauge with angle size 40*40 mm 4mm thick, 2.4m length.

1.2.2 Drawings: Drawing is applicable RCC column and brick masonry wall.

Not Applicable

CHAPTER 2: SITE WORK

2.01 Site Inspection by the Contractor
   The contractor is recommended to carefully examine the site and to ascertain himself the nature there of and the type of the materials to be excavated.

2.02 Investigation of the Site by the contractor
   The contractor may make any sub-surface exploration he desires prior to the contract agreement. Limited sub-soil investigation have been mad the by the engineer. However the engineer makes no guarantee of the accuracy of the information. Its corrections shall not affect the provisions of the contract.

2.03 Clearance of the Site
   The contractor shall clear the parts of the site subsequently to be occupied by the works and shall maintain them clear of vegetation.
   The contractor shall not clear the site of any structure without prior written permission of the engineer.
   Prior to the general clearance of site the contractor shall clear the site to the extent required by the engineer’s representative for checking the works and setting out of the works.
   The contractor shall fill and make good with appropriate materials those cavities and losses of soil which result from clearing the parts of the site not subsequently to be occupied by the works.

2.03 Surface dressing
   The contractor shall be levelling the ground; it does be easy for any wok.

2.04 Disposal of the vegetation and plants
   The contractor shall dispose of the vegetation and plants obtained from the site clearance sub-clause 2.03 above as approved by the engineer. The disposal shall not be made in any instance to the river or lake or any other place which may cause pollution to the air, soil and water.

CHAPTER 3: EARTHWORK

3.01 Earthwork in any materials
   The Contractor shall by make excavation in any materials for the several parts of the works and shall dispose of the excavated materials as ordered by the site Engineer.

3.02 Excavation to Dimensions
   Excavation shall be to the dimensions and depth indicated on the drawing or to such lesser or greater depths as the site Engineer may deem necessary and so instruct the Contractor. Bottom of all excavation for foundation shall be in sound soil. Bearing for all foundations unless noted otherwise shall be levelled.

CHAPTER: 4 CONCRETE

4.01 Standard and Codes of Practices
   All concrete work shall be carried out accordance with British Standard Code of Practice 110 or IS 456 unless otherwise specified herein.
Cement for Concrete

a) Cement
The cement used shall be ordinary Portland cement and shall conform in all respects with B.S. 12 or IS 269. White or coloured cement shall be of approved quality and chemical composition shall conform to IS 269.

b) Packing
The cement shall be packed in six-ply paper bags or as approved in plastic bags of approved quality and the net mass of each bag shall be not less than 50 kg. The permissible tolerance on the mass of cement supplied in bags shall be +2.5% bag with an over tolerance of +0.5% per 10 tones wagon load of bagged cement.

c) Delivery of cement and storage
The cement shall be delivered in the manufacturers sealed and branded bags in quantities to insure that there are no suspension or interruption of the concrete work and stored separately in dry weatherproof. Well-ventilated stores raised above ground level and shall at all times be carefully protected from moisture. The cement shall be stored in such manner that each consignment may be easily inspected and identified and used in the order of its delivery.

Aggregate

a) Supply and Classification
The Contractor shall make his own arrangements for procuring, crushing, grading and delivering aggregate for the works as required from sources to be approved by the Engineer’s Representative.

Coarse aggregate shall be supplied in the following primary sizes:

<table>
<thead>
<tr>
<th>Size designation</th>
<th>Nominal size range</th>
</tr>
</thead>
<tbody>
<tr>
<td>10</td>
<td>5 mm to 10 mm</td>
</tr>
<tr>
<td>20</td>
<td>5 mm to 20 mm</td>
</tr>
<tr>
<td>40</td>
<td>20 mm to 40 mm</td>
</tr>
</tbody>
</table>

Aggregates shall be graded to produce a workable dense concrete.

d) Coarse Aggregates
Coarse aggregate shall consist of natural gravel crushed rock. Friable and flaky pieces such as mica and shale shall not be present, Coarse aggregates shall be well graded and to the satisfaction of the Engineer’s Representative.

e) Fine Aggregates
Fine aggregates shall consist of natural sand or mixture of natural sand and crushed gravel or crushed rock. The Engineer’s Representative permit the addition of crushed gravel or crushed rock fine aggregate to the natural sand only where in his opinion it is impracticable to obtain the required fine aggregate grading otherwise than by such addition.

Curing and protection

The Contractor shall for not less than 7 days protect the concrete from the harmful effects of frost, wind, sun, high and low temperatures, rapid temperature changes, premature loading, deflection, impact, running water and aggressive groundwater,. Protruding steel shall be kept cool.

All exposed concrete surface be kept continuously moist for not less than 7 days after casting, by watering, by covering with hessian or sacking which shall be kept fully saturated at all times or by other methods approved by the Engineer.

Cover to Reinforcement

The cover reinforcement shall be at least 50 mm unless shown otherwise on the Drawings, Cover shall be maintained by the use of concrete blocks or approved spacers. Concrete spacer blocks shall be made from cement, sand and small aggregate to match the mix proportions of the surrounding concrete as far as in practicable to ensure comparable strength, durability and appearance. The cost of spacer blocks and chairs shall be included in the contract rates for concrete.

CHAPTER 5: MASONRY

MATERIALS

5.01 a) Cement for mortar
Cement for masonry mortar and grout shall be ordinary Portland cement in accordance with the requirements. All cement for mortar for exposed face work shall be of a uniform colour as approved by the Engineer and confirm BS 12 IS 269.

5.02 b) Sand and water for mortar
Sand and water used shall be in accordance with the requirements and sand foe exposed face work shall be of a uniform colour as approved by the Engineer.

c) Bricks
Bricks shall be free from defects affecting strength and durability. The bricks and with manufacture cracks or cracks and chips due to handling shall be disposed it from the site and if any case shall not be used in brick work. The appearance of exposed brick surface and all face brick to be used on the work shall be an acceptable match with the samples approved by the engineer. All bricks shall be made of good quality brick earth, thoroughly burnt, and shall be of deep cherry red or copper cooler. The bricks when dried shall emit a clear ringing sound when struck together and shall not break when thrown on the ground or against other bricks from a height of 1 m. The bricks shall not absorb water more than one sixth of their weight after one hour of soaking by immersion in water. The bricks shall be wholly clean and free from flaws cracks and under burnt lumps of any kind. They shall be uniform in size and regular in shape and have square, straight and sharp edges and even surfaces.

5.03 d) Workability of mortars
The mortar shall be of a readily workable consistency with only enough water to obtain a plastic condition suitable for trowling.

CHAPTER: 6 Stone Masonry

a) Stone masonry
Stone shall be thoroughly soaked in water before use and shall be set in a full bed of mortar and grouted in every course. Solid stone masonry shall be in English or other approved bond. The course shall be laid level and with parallel meat and regular joints.

b) Wetting of stone
Stone shall be well wetted for a minimum of three hours in advance of being laid or as required so that the rate of absorption when laid does not exceed 1 cc/square centimetre per minute. The method of wetting shall be such that each brick is nearly saturated but the surface remains dry when laid.

c) Scaffolding
The Contractor is responsible for providing, erecting and dismantling and removing safe scaffolding wherever required.

d) Protecting and curing
Protecting and curing of stone work shall be carried out in accordance with the directions of the Engineer or at least 7 days. The water used for curing shall be clean.

Chapter: 7 Plaster works

a) Mix of plaster:
Plaster mix shall be in accordance with the requirement as mention in bidding document.

b) Preparation of surface to be plastered
The surface to be plastered shall be brushed clean mortar joint of brick masonry or hollow concrete walls or any other surface to be plastered shall be raked to a depth of approximately 12mm, and the surface brushed down with a stiff brush and thoroughly wetted. The surface shall be free of all dust, loose materials, grease etc.

c) Curing of the plaster works
Moist curing shall be accomplished by keeping the plaster uniformly damp by suitable means. Moist curing shall start during application and continue for not less than 7 days.

Chapter: 8 Painting Works

The brand of the paint should be specified and ready made paint of the required colour be used. The paint should be weather double coat, Tata iron oxide enamel and double coat the paint should be applied with brushes evenly and smoothly.

Chapter: 9 Cement pointing works

a) Mix of cement tipkar materials:
Plaster mix materials shall be in accordance with the requirement as mention in bidding document.

b) Preparation of surface to be plastered
The surface to be plastered shall be brushed clean mortar joint of stone masonry or hollow concrete walls or any other surface to be plastered shall be raked to a depth of approximately 12mm, and the surface brushed down with a stiff brush and thoroughly wetted. The surface shall be free of all dust, loose materials, grease etc. The paint should be applied with brushes evenly and smoothly.

c) Curing of the plaster works
Moist curing shall be accomplished by keeping the plaster uniformly damp by suitable means. Moist curing shall start during application and continue for not less than 7 days.

Chapter 10: Tiles, Sunnica, Marble, Parketting

Porcelain glazed tiles features Description of the material
High quality fine porcelain stoneware, homogeneous throughout the body.
Manufacturer: Mirage® Granito Ceramico® SpA, Pavullo (MO) – ITALIA
These compact body Ceramic Granite slabs are made by noble clays, quartzes, feldspars and calcined metal oxides (with no bonding agents, resins or additives) and are pressed to 450 kg/cm² and fully sintered at a temperature of 1200 °C.
Marble: - should be used Indian standards for marbles (blocks, slabs and tiles) IS:1130-1969 (reaffirmed in 2008).
Picketing: - wooden parquet can be obtained in different size and quality manufactured in Nepal. Hardwood parquet are mainly made of shisau, laurel and teak. They are available in dark brown and dark and light brown shades.

Chapter 10: Fencing

a) Iron angle pole must be good quality which must have Length of 2.4 m size 40mm*40mm with 4mm thick”. Poles should be galvanized. Barbed wire must be good quality and galvanized size 12 gauge commercial, medium duty.

CHAPTER-11: Brick Masonry

a) Brick masonry
Bricks shall be thoroughly soaked in water before use and shall be set in a full bed of mortar and grouted in every course. Solid brick masonry shall be in English or other approved bond. The course shall be laid level and with parallel meat and regular joints.
b) Wetting of bricks
Bricks (machine made no-1) shall be well wetted for a minimum of three hours in advance of being laid or as required so that the rate of absorption when laid does not exceed 1 cc/square centimetre per minute. The method of wetting shall be such that each bricks be nearly saturated but surface remain dry when laid.
c) Scaffolding
The Contractor is responsible for providing, erecting and dismantling and removing safe scaffolding wherever required.
d) Protecting and curing
Protecting and curing of brickwork shall be carried out in accordance with the directions of the Engineer or at least 7 days. The water used for curing shall be clean.

Chapter-12: Formwork and surface finish for structures

Formwork shall include all temporary or permanent forms required for forming the concrete together with all temporary construction required for their support. Using plywood and pipes.

Chapter-13: Steel reinforcement
Steel shall be clean and free from loose rust and loose mill scale at the time of fixing in position and subsequent concreting. The reinforcement bars shall conform to the dimensions and shapes given in the Bar Bending Schedule shown on relevant drawings. All reinforcement bars shall be accurately placed in exact position shown on the drawings. They shall be securely held in position during the placing of concrete by binding them by annealed binding wire of not less than 1 mm in diameter and by supporting them by stay blocks, metal chairs, spacers, metal hangers, supporting wires or/and other approved devices which are placed at sufficiently close intervals. Using TMT bar.

Chapter-14: Wood work
Wood shall be of the Indian 2nd class quality teak wood for frame work and best quality teak wood for all exposed portions. It should be well seasoned and free from sap, knots, warps, cracks and other defects conforming to IS Code of Practice. All wood work shall be planned neatly and truly finished to the exact dimension. All joints shall be neat and strong, truly and accurately fitted and glued before being fitted together.

Chapter-15: Electricity Works
All wiring must be sized to keep line voltage losses to less than h3% in each sub-circuit and to allow the circuit to operate within the capacity rating of the wire.
All exposed wiring (with the possible exception of the module interconnects) must be in conduits or be firmly fastened to the building structure by battens. Wiring through roofing, walls and other structures must be protected through the use of bushings. Wiring through roofing must form a waterproof seal. Field-installed wiring must be joined using terminal strips or screw connectors. Soldering or crimping in the field must be avoided if at all possible. Wire nuts are not allowed. The rated current carrying capacity of the joint must not be less than the circuit current rating. All connections must be made in junction boxes. Fittings for lights, switches, and socket outlets may be used as junction boxes where practical.
Copper Conductor Unarmoured Power Cables NS marked or Eqv. 2.5mm.
MCB/ISOLATOR ORIENT or equivalent, C CURVE MCB FP 6-32A
PVC Listy Double Lock (6'length = 1 no. (uf])
Fluorescent Tube light (FTL) set including Tube,condenser,starter, lamp holder,channel/batten made with pre-phosphated & powder coated CRCA steel all complete accessories pre wired upto a terminal block . PHILIPS, WIPRO, BAJAJ, HAVELLS, OSRAM, CROMPTION, MIDEA, ORIENT, PREMIER, OHMS, LEGERO or equivalent. 1×40 watt FTL, Energy saving electronic striplite with electronic choke(ballast) Surface mounting (Patti Fitting)
Compact Fluorescent Lamp (CFL) based Luminaries set all complete . PHILIPS, WIPRO, BAJAJ, HAVELLS, OSRAM, CROMPTION, MIDEA, LEGERO or ISI equivalent . 1 x11 W CFL mirror Optic surface/recessed mounting complete set
WVP 41111.
White Plate series modular type(polycarbonate) SWITCH SOCKET power pack,Bentex, Premier, Rathi, Ohms or EQUIVALENT. 6/16 Amp ,2/3 Pin Power sockets with switch & indicator.
CEILING FANS & EXHAUST Fans, BAJAJ/KHAITAN/ORIENT/CROMPTION/POWERPA CK C/G . Almonard or equivalent 48” size Ceiling fans will be fixed with the existing fan hooks where required & down rod of 15mm dia GI pipe where required will be paid extra.
FAN REGULATOR / DIMMER Step type fan regulator.

Chapter-16: Sanitary work
PVC Cistern Set (Somany or equivalent) Dual flush 6/3 lit. cistern complete set.
Urinal set :- Porcelain clay white glaze large flat back urinal 61×41×38 cm size (Hindware, Paryware,)
Urinal Spreader:- Do but wash basin (45×32) cm.
Pedestal:- First color glazed Porcelain clay half pedestal complete set.
UPVC (Pipe NS 206/046) pipe 2.5 kg /cm2 pressure 125 mm dia.
G.I Pipe threaded , 6 m. length With Cap Heavy duty, 1” (25 mm) dia.
G.I. Pipe fittings ISI or NS Standard a) G.I. Socket 1” dia, b) G.I. Ebow 1” c) G.I. Tee 1”
Chapter-17: Partition work
Aluminium partition with 5 mm thick glass and 9 mm thick laminated board of section (64 x38x1.2)
Swing door door of aluminium section in naturally anodized colour. Section size (101x45x1.50) mm and 5 mm glass.
Siding door with naturally anodized colour section of (101x45x1.50)mm (40x45x1.5)mm & 5 mm glass.

Chapter-16: Supply of office goods
Wooden (Sheesham duly polish) shelf of dimension (6’x2.5’x3’), with strong base suitable air flow for Backup Battery and UPS of NWP Server. Base height should be maintained to prevent form water.
Steel office cabinet(Duly polished) of dimension (66’x36’x16’) with glass doors. The Colour will be specified by Engineer in charge.
Steel office cabinet(Duly polished) of dimension (66’x36’x16’) with glass doors. The Colour will be specified by Engineer in charge.

Chapter-16: Roofing work
Corrugated GI sheet
☐ Fixings/fasteners and sealing washers must be made of galvanized steel, with similar zinc coating thickness
☐ To avoid corrosion and breakage.
☐ Always verify the zinc coating thickness, by using a coating thickness gauge – magnetometer ☐ supplier may want to sell electro-galvanized steel which looks like hot-dip galvanized but can have a zinc coating thickness 10 times thinner.
☐ If the price for items made of galvanized steel seems expensive, you should check if the items are not made of stainless steel (3 times more expensive than galvanized steel) ☐ use a magnet, if the magnet does not Stick to the item, and then it is made of stainless steel.
Health and Safety: Ensure that handling staff are equipped with gloves and sturdy boots to prevent injury, and that a First aid package is available at loading and off-loading locations.
Packing: If they are being airlifted, bundles of sheets of CGI should be packaged in a sturdy wooden box. This is Especially critical if the CGI is under slinging with a helicopter or being stored on or near an airfield.
Storage: Bundles shall be so laid that the corrugations run in the same directions in every course. One end of the Stack shall be raised by 100 mm to 150 mm to allow water flowing freely. If the sheets are not to be used immediately, These shall be stacked under roof cover.
Minimum Thickness 0.35 mm
Approximately Weight per bundle 55 kg
Nominal Depth of Corrugation 18 mm (Tolerance +/- 1.5 mm)
Nominal Pitch of Corrugation 76.2 mm (Tolerance +/- 2 mm)
No of Corrugation ½ + 10 + ½
Width of Sheet 875 mm (Tolerance +/- 10 mm)

Chapter-16: Plantation
The contractor should be used carpet dubo available in nepali market. The laying of dubo be in well specified dimension and finishing.

Chapter-16: Iron gate
The contractor should be used 16 gauge steel with frame of size 50*50*50 mm for making of compound gate.
In proper dimension.
In case window grill MS steel should be used.

Chapter-16: Black iron pipe
Should be used in specified diameter and length. Specification for black and hot-dipped zinc-coated (galvanized) welded and seamless steel pipe for fire protection use ASTM A 795
Section VII. Drawings

Column Plan
Reinforcement Details at footing
Column with Foundation Elevation
Section VIII. Bill of Quantities
Name of work: Maintenance replacement and furnishing work
Location: Meteorological forecasting Division at Tribhuvan International airport

<table>
<thead>
<tr>
<th>S.n.</th>
<th>Description of work</th>
<th>Quantity</th>
<th>Unit</th>
<th>Rate</th>
<th>Amount</th>
<th>Remarks</th>
</tr>
</thead>
<tbody>
<tr>
<td>1</td>
<td>site clearance or surface dressing (including levelling the ground, cleaning drain, preparation of ground for work etc)</td>
<td>1030</td>
<td>m²</td>
<td></td>
<td></td>
<td></td>
</tr>
<tr>
<td>2</td>
<td>site clearance including grass cutting, removing of small trees and roots and shrubs</td>
<td>3000</td>
<td>m²</td>
<td></td>
<td></td>
<td></td>
</tr>
<tr>
<td>3</td>
<td>Grass plantation (ghas ko chapari lagaune)</td>
<td>45</td>
<td>m²</td>
<td></td>
<td></td>
<td></td>
</tr>
<tr>
<td>4</td>
<td>Dismantling of brick cement masonry existing wall and placing the scrab materials in suitable place</td>
<td>9.3625</td>
<td>m³</td>
<td></td>
<td></td>
<td></td>
</tr>
<tr>
<td>5</td>
<td>Drawout of Damaged plaster from existing surface and placing the scrab materials in suitable place</td>
<td>122.38</td>
<td>m²</td>
<td></td>
<td></td>
<td></td>
</tr>
<tr>
<td>6</td>
<td>Drawout of Damaged existing roof of GI sheet and placing the scrab materials in suitable place</td>
<td>12.21</td>
<td>m²</td>
<td></td>
<td></td>
<td></td>
</tr>
<tr>
<td>7</td>
<td>Drawout of Damaged RCC work from existing surface and placing the scrab materials in suitable place</td>
<td>1.79</td>
<td>m³</td>
<td></td>
<td></td>
<td></td>
</tr>
<tr>
<td>8</td>
<td>Drawout of Damaged PPC work from existing surface and placing the scrab materials in suitable place</td>
<td>0.84</td>
<td>m³</td>
<td></td>
<td></td>
<td></td>
</tr>
<tr>
<td>9</td>
<td>Earth work in excavation in hard clay, soft Moorub stone</td>
<td>1.39</td>
<td>m³</td>
<td></td>
<td></td>
<td></td>
</tr>
<tr>
<td>10</td>
<td>1st class machine made Brick work in 1:4 cement mortar at Ground floor</td>
<td>3.67</td>
<td>m³</td>
<td></td>
<td></td>
<td></td>
</tr>
<tr>
<td></td>
<td>Description</td>
<td>Quantity</td>
<td>Unit</td>
<td></td>
<td></td>
<td></td>
</tr>
<tr>
<td>---</td>
<td>-----------------------------------------------------------------------------</td>
<td>----------</td>
<td>------</td>
<td></td>
<td></td>
<td></td>
</tr>
<tr>
<td>11</td>
<td>1st class machine made Brick work in 1:4 cement mortar at Above Ground floor</td>
<td>5.15</td>
<td>m3</td>
<td></td>
<td></td>
<td></td>
</tr>
<tr>
<td>12</td>
<td>P.C.C. work from (1:2:4) cement sand mortar</td>
<td>2.57</td>
<td>m3</td>
<td></td>
<td></td>
<td></td>
</tr>
<tr>
<td>13</td>
<td>R.C.C. work from (1:1.5:3) cement sand mortar</td>
<td>4.68</td>
<td>m3</td>
<td></td>
<td></td>
<td></td>
</tr>
<tr>
<td>14</td>
<td>Supply and laying of Reinforcement TMT bar as per Detail and Design</td>
<td>87.01</td>
<td>kg</td>
<td></td>
<td></td>
<td></td>
</tr>
<tr>
<td>15</td>
<td>Black Iron pipe 2.5&quot; (Dia outer) for New Truss for new bike parking</td>
<td>155.58</td>
<td>kg</td>
<td></td>
<td></td>
<td></td>
</tr>
<tr>
<td>16</td>
<td>Iron angle for boundary wall size (40*40)mm2 with 4mm thick</td>
<td>144</td>
<td>kg</td>
<td></td>
<td></td>
<td></td>
</tr>
<tr>
<td>17</td>
<td>12.5 mm thick (1:4) cement sand plaster</td>
<td>260.73</td>
<td>m2</td>
<td></td>
<td></td>
<td></td>
</tr>
<tr>
<td>18</td>
<td>Painting work(Double coat apex or weather coat paint primer on cement sand surface)</td>
<td>655.435</td>
<td>m2</td>
<td></td>
<td></td>
<td></td>
</tr>
<tr>
<td>19</td>
<td>Painting work(Double coat Tata Red Oxide paint with primer on metal surface)</td>
<td>34.5</td>
<td>m2</td>
<td></td>
<td></td>
<td></td>
</tr>
<tr>
<td>20</td>
<td>Painting work(Double coat Ready Enamel Paint with primer on steel surface)</td>
<td>244.8</td>
<td>m2</td>
<td></td>
<td></td>
<td></td>
</tr>
<tr>
<td>21</td>
<td>Painting work(Double coat Ready Enamel Paint with primer on wooden surface)</td>
<td>92.415</td>
<td>m2</td>
<td></td>
<td></td>
<td></td>
</tr>
<tr>
<td>22</td>
<td>38mm(1.5&quot;) thick P.C.C.(1:2:4) Flooring with Cement punning</td>
<td>9.62</td>
<td>m2</td>
<td></td>
<td></td>
<td></td>
</tr>
<tr>
<td>23</td>
<td>3mm thick Cement punning</td>
<td>54.4</td>
<td>m2</td>
<td></td>
<td></td>
<td></td>
</tr>
<tr>
<td>24</td>
<td>Supply and fitting of door panel(Readymade Teak wood window special(seasoned and poisoned)</td>
<td>11</td>
<td>m2</td>
<td></td>
<td></td>
<td></td>
</tr>
<tr>
<td>25</td>
<td>Supply and fitting 38mm thick Agrakh wood frame(dilakhapa) of window with 5mm thick glass</td>
<td>11.0</td>
<td>m2</td>
<td></td>
<td></td>
<td></td>
</tr>
<tr>
<td></td>
<td>Description</td>
<td>Quantity</td>
<td>Unit</td>
<td></td>
<td></td>
<td></td>
</tr>
<tr>
<td>---</td>
<td>-----------------------------------------------------------------------------</td>
<td>----------</td>
<td>------</td>
<td></td>
<td></td>
<td></td>
</tr>
<tr>
<td>26</td>
<td>Supply and fixing of wooden beam (Agrakh)</td>
<td>0.27</td>
<td>m³</td>
<td></td>
<td></td>
<td></td>
</tr>
<tr>
<td>27</td>
<td>framework (shuttering) with 19mm thick plywood</td>
<td>19.62</td>
<td>m²</td>
<td></td>
<td></td>
<td></td>
</tr>
<tr>
<td>28</td>
<td>Supply and fixing of porsiline glazed tiles 1:4 cement sand mortar with border finishing</td>
<td>27.26</td>
<td>m²</td>
<td></td>
<td></td>
<td></td>
</tr>
<tr>
<td>29</td>
<td>Parketing at met tower server room</td>
<td>3.6</td>
<td>m²</td>
<td></td>
<td></td>
<td></td>
</tr>
<tr>
<td>30</td>
<td>Supply and fixing of 12mm thick plywood for partition at met tower (server room)</td>
<td>3.96</td>
<td>m²</td>
<td></td>
<td></td>
<td></td>
</tr>
<tr>
<td>31</td>
<td>Supply and fixing of Sunmica for table maintenance</td>
<td>13.51</td>
<td>m²</td>
<td></td>
<td></td>
<td></td>
</tr>
<tr>
<td>32</td>
<td>Supply and fixing of Rajasthani marble 16mm thick on Tea table at main office (jangal)</td>
<td>0.54</td>
<td>m²</td>
<td></td>
<td></td>
<td></td>
</tr>
<tr>
<td>33</td>
<td>Supply and fixing of mosquito proof wire mesh jali and holding by listic on windows</td>
<td>1.4</td>
<td>m²</td>
<td></td>
<td></td>
<td></td>
</tr>
<tr>
<td>34</td>
<td>Aluminium partition with 5 mm thick glass and 9 mm thick laminated board (64x38x1.2)</td>
<td>9.66</td>
<td>m²</td>
<td></td>
<td></td>
<td></td>
</tr>
<tr>
<td>35</td>
<td>Supplying and fitting Aluminium sliding Door section (101x45x1.5) mm with sash 40x45x1.5 mm</td>
<td>1.89</td>
<td>m²</td>
<td></td>
<td></td>
<td></td>
</tr>
<tr>
<td>36</td>
<td>Supplying and fitting Aluminium swing door Door from section (101<em>45</em>1.5) mm</td>
<td>1.89</td>
<td>m²</td>
<td></td>
<td></td>
<td></td>
</tr>
<tr>
<td>37</td>
<td>Supplying and fixing of vertical curtain on window at met tower</td>
<td>77</td>
<td>sqft</td>
<td></td>
<td></td>
<td></td>
</tr>
<tr>
<td>38</td>
<td>Supplying and setting of wooden office rack with facility of storage batteries and UPS system of size (6’x2.5’x3’) in met tower server room</td>
<td>1</td>
<td>NO</td>
<td></td>
<td></td>
<td></td>
</tr>
<tr>
<td>No</td>
<td>Description</td>
<td>Quantity</td>
<td>Unit</td>
<td></td>
<td></td>
<td></td>
</tr>
<tr>
<td>----</td>
<td>------------------------------------------------------------------------------</td>
<td>----------</td>
<td>------</td>
<td></td>
<td></td>
<td></td>
</tr>
<tr>
<td>39</td>
<td>Supplying and setting of steel office cabinet with facility of half height glass on upper side of size (66’x36’x16’) in met tower server room</td>
<td>1</td>
<td>NO</td>
<td></td>
<td></td>
<td></td>
</tr>
<tr>
<td>40</td>
<td>Dismantle and placing at suitable place of the existing gate at met tower</td>
<td>1</td>
<td>NO</td>
<td></td>
<td></td>
<td></td>
</tr>
<tr>
<td>41</td>
<td>Supply and fixing of new Iron gate 16 gauge at jangal</td>
<td>9.2</td>
<td>m2</td>
<td></td>
<td></td>
<td></td>
</tr>
<tr>
<td>42</td>
<td>Supply and fitting of MS Grill for kitchen window</td>
<td>20</td>
<td>kg</td>
<td></td>
<td></td>
<td></td>
</tr>
<tr>
<td>43</td>
<td>Supply and fixing of Barbed wire(kade tar)</td>
<td>180</td>
<td>Rm</td>
<td></td>
<td></td>
<td></td>
</tr>
<tr>
<td>44</td>
<td>Supply and fixing corrugated 0.45mm thick GI sheet for roof</td>
<td>23.11</td>
<td>m2</td>
<td></td>
<td></td>
<td></td>
</tr>
<tr>
<td></td>
<td>Electrical work</td>
<td></td>
<td></td>
<td></td>
<td></td>
<td></td>
</tr>
<tr>
<td>45</td>
<td>Supply of PVC Listy 2”</td>
<td>19</td>
<td>set</td>
<td></td>
<td></td>
<td></td>
</tr>
<tr>
<td>46</td>
<td>Supply of Copper Conductor Unarmoured Power Cables NS marked or Eqv. 2.5sqmm</td>
<td>100</td>
<td>Rm</td>
<td></td>
<td></td>
<td></td>
</tr>
<tr>
<td>47</td>
<td>Supply of 1x40 watt FTL, Energy saving electronic striplite with electronic choke(ballast) Surface mounting (Patti Fitting) ; 6 752 752 775c</td>
<td>13</td>
<td>set</td>
<td></td>
<td></td>
<td></td>
</tr>
<tr>
<td>48</td>
<td>Supply of 1 x11 W CFL mirror Optic surface/recessed mounting complete set WVP 41111</td>
<td>4</td>
<td>set</td>
<td></td>
<td></td>
<td></td>
</tr>
<tr>
<td>49</td>
<td>Supply of Power socket</td>
<td>2</td>
<td>NO</td>
<td></td>
<td></td>
<td></td>
</tr>
<tr>
<td>50</td>
<td>Supply of C CURVE MCB  FP 6-32A</td>
<td>1</td>
<td>NO</td>
<td></td>
<td></td>
<td></td>
</tr>
<tr>
<td>51</td>
<td>Supply of 48” size ceiling Fan</td>
<td>1</td>
<td>NO</td>
<td></td>
<td></td>
<td></td>
</tr>
<tr>
<td>52</td>
<td>Supply of Step type fan regulator</td>
<td>4</td>
<td>NO</td>
<td></td>
<td></td>
<td></td>
</tr>
<tr>
<td>53</td>
<td>Screw</td>
<td>300</td>
<td>NO</td>
<td></td>
<td></td>
<td></td>
</tr>
<tr>
<td>54</td>
<td>pvc tape</td>
<td>10</td>
<td>NO</td>
<td></td>
<td></td>
<td></td>
</tr>
<tr>
<td>55</td>
<td>Installation and fitting charge of Wiring</td>
<td></td>
<td></td>
<td></td>
<td></td>
<td></td>
</tr>
<tr>
<td>56</td>
<td>Supply of Dual flush 6/3 lit. cistern</td>
<td>1</td>
<td>NO</td>
<td></td>
<td></td>
<td></td>
</tr>
<tr>
<td>No.</td>
<td>Description</td>
<td>Quantity</td>
<td>Rate/RM</td>
<td>Total/RM</td>
<td></td>
<td></td>
</tr>
<tr>
<td>-----</td>
<td>-----------------------------------------------------------------------------</td>
<td>----------</td>
<td>---------</td>
<td>----------</td>
<td></td>
<td></td>
</tr>
<tr>
<td>57</td>
<td>Supply of Porcelain clay white glaze large flat back urinal 61×41×38 cm size (Hindware, Paryware,)</td>
<td>1</td>
<td>NO</td>
<td></td>
<td></td>
<td></td>
</tr>
<tr>
<td>58</td>
<td>Supply of Urinal Spreader</td>
<td>1</td>
<td>NO</td>
<td></td>
<td></td>
<td></td>
</tr>
<tr>
<td>59</td>
<td>Supply of First color glazed Porcelain clay half pedestal complete set.</td>
<td>1</td>
<td>NO</td>
<td></td>
<td></td>
<td></td>
</tr>
<tr>
<td>60</td>
<td>Supply of GI Pipe 1&quot; Dia</td>
<td>33</td>
<td>Rm</td>
<td></td>
<td></td>
<td></td>
</tr>
<tr>
<td>61</td>
<td>Supply of Socket 1&quot;</td>
<td>15</td>
<td>NO</td>
<td></td>
<td></td>
<td></td>
</tr>
<tr>
<td>62</td>
<td>Supply TEE 1&quot;</td>
<td>3</td>
<td>NO</td>
<td></td>
<td></td>
<td></td>
</tr>
<tr>
<td>63</td>
<td>Supply of Elbow 1&quot;</td>
<td>3</td>
<td>NO</td>
<td></td>
<td></td>
<td></td>
</tr>
<tr>
<td>64</td>
<td>Installation and fitting charge of sanitary and plumbing work</td>
<td></td>
<td></td>
<td></td>
<td></td>
<td></td>
</tr>
<tr>
<td>65</td>
<td>Supply and fitting of HDP toilet waste pipe 125mm Dia 2.5kg/sqcm</td>
<td>9</td>
<td>Rm</td>
<td></td>
<td></td>
<td></td>
</tr>
<tr>
<td>66</td>
<td>Dismantling of hygrograph and storage in suitable place</td>
<td>1</td>
<td>NO</td>
<td></td>
<td></td>
<td></td>
</tr>
<tr>
<td>67</td>
<td>Dismantling of gate at met tower and placing in suitable place</td>
<td>1</td>
<td>NO</td>
<td></td>
<td></td>
<td></td>
</tr>
<tr>
<td>68</td>
<td>Repairing and fixing of Door at main office (jangal)</td>
<td>8</td>
<td>NO</td>
<td></td>
<td></td>
<td></td>
</tr>
<tr>
<td>69</td>
<td>Supply and setting of good quality Sofa set(3in1)</td>
<td>1</td>
<td>set</td>
<td></td>
<td></td>
<td></td>
</tr>
<tr>
<td>70</td>
<td>AC repairing at main office (jangal)</td>
<td>2</td>
<td>NO</td>
<td></td>
<td></td>
<td></td>
</tr>
<tr>
<td>71</td>
<td>Supply and fixing Chukul(cheskini) for door and window maintenance 4&quot;</td>
<td>20</td>
<td>NO</td>
<td></td>
<td></td>
<td></td>
</tr>
<tr>
<td>72</td>
<td>Supply and fixing Hook for window Holding for door and window maintenance 4&quot;</td>
<td>15</td>
<td>NO</td>
<td></td>
<td></td>
<td></td>
</tr>
<tr>
<td>73</td>
<td>Supply and fixing Hook for Door Holding for door and window maintenance 4&quot;</td>
<td>15</td>
<td>NO</td>
<td></td>
<td></td>
<td></td>
</tr>
<tr>
<td>74</td>
<td>Killa different size(lumsum)</td>
<td>10</td>
<td>kg</td>
<td></td>
<td></td>
<td></td>
</tr>
<tr>
<td>75</td>
<td>Supply and fixing Handle for door and window maintenance</td>
<td>20</td>
<td>NO</td>
<td></td>
<td></td>
<td></td>
</tr>
<tr>
<td>76</td>
<td>Supply and fixing Daraj luck for</td>
<td>5</td>
<td>NO</td>
<td></td>
<td></td>
<td></td>
</tr>
<tr>
<td></td>
<td>maintenance</td>
<td></td>
<td></td>
<td></td>
<td></td>
<td></td>
</tr>
<tr>
<td>---</td>
<td>-------------</td>
<td></td>
<td></td>
<td></td>
<td></td>
<td></td>
</tr>
<tr>
<td>77</td>
<td>Supply of good quality of pillow with cover at met tower</td>
<td>6</td>
<td>NO</td>
<td></td>
<td></td>
<td></td>
</tr>
</tbody>
</table>

<table>
<thead>
<tr>
<th></th>
<th>Sub Total</th>
</tr>
</thead>
<tbody>
<tr>
<td></td>
<td>VAT @ 13%</td>
</tr>
</tbody>
</table>

Total

In word:- Nrs.

Stamp: - signature of Bidder:-
Section IX.  Forms of Securities